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Water mining is the process of extracting valuable water
from a sewerage network by treating raw sewage to high
standards. A range of commercially viable water mining
treatment technologies are now available to treat
sewage to specified water quality targets. Most of these
technologies have minimal plant footprint requirements,
making them suitable for decentralised operations. This
paper discusses a hybrid water mining system that
includes chemically assisted fine solids separation
followed by a biological treatment process. Results from
the first proof testing of this water mining system in
Sydney, Australia are presented. The results confirm the
suitability of the hybrid system for producing high-quality
water for non-potable reuse.
1. WATER MINING: AN INTRODUCTION
The Australian Capital Territory Electricity and Water Company
(ACTEW) coined the term water mining to describe the process
of extracting raw sewage from a sewer and treating it to
suitable standards for use as irrigation water for public open
space. However, water mining can not only provide on-site
recycled water for irrigation of public space, it can also be used
for industrial or other uses (Chanan, 2009). The term water
mining thus describes the process of extracting valuable water
from a sewerage network, by treating raw sewage to very high
standards. It is a relatively new term that is often used
interchangeably with sewer mining. However, given that the
substance of value being mined in this process is water and not
sewerage, describing it as sewer mining is rather ambiguous
and carries a negative connotation (Chanan and Kandasamy,
2009).
Figure 1 shows a typical set-up of a water mining scheme.
Water mining operates independently of conventional
centralised sewage treatment facilities. A small-scale treatment
plant simply taps into a sewer main, extracts the sewage and
processes it to a suitable standard. Sludge or any other process
residues (such as filter backwash water and plant wash-down
water) are returned to the sewer and treated in the usual
manner at the central sewage treatment plant (Phillips, 2004).
In the USA, decentralised water supply systems such as water
mining operations are commonly described as satellite
treatment systems, referring to their outpost location away
from central sewage treatment plants. The location of water
mining facilities closer to the point of water use has also been
highlighted in the literature, with such schemes being called
point-of-sale reuse (Rimer et al., 2004).
2. MATERIALS AND METHODS
Water treatment processes typically involve
(a) physical removal treatment technologies that rely on
physical separation processes such as filtration,
sedimentation and flotation to remove pollutants
(b) chemical removal processes in which chemicals, typically
coagulants and flocculants, are used to increase the
removal rate of pollutants
(c) biological removal technologies that use biological
processes to transform pollutants to more manageable
forms for separation.
A range of commercially viable treatment technologies are now
available to treat sewage to the specified water quality targets.
Given the emphasis on decentralised systems, most of these
technologies have minimal plant footprint requirements,
making them suitable for water mining operations.
Commercially available water mining technologies can be







Figure 1. Schematic illustration of water mining facility
(modified from Chanan and Kandasamy, 2009)
Water Management 163 Issue WM9 Chemical-assisted physico-biological water mining system Chanan et al. 469
Delivered by ICEVirtualLibrary.com to:
IP:  138.25.252.194
On: Fri, 05 Nov 2010 06:23:34
(a) biological processes
(i) sequencing batch reactors
(ii) natural systems such as subsurface wetlands
(iii) rotating biological contractors
(b) physical processes
(i) sand and media filtration
(ii) membrane filtration (micro-, ultra-, nano-filtration and
reverse osmosis)
(c) hybrid processes which combine physical, biological and/or
chemical processes for optimum results




The majority of pollutants in domestic sewage are associated
with fine particles (,50 m) and colloidal solids (Levine et al.,
1985). A compact and cost-effective primary treatment process
that can rapidly remove high levels of these fine and colloidal
solids thus has obvious application in wastewater treatment
and reuse. To be suitable for water mining facilities, such
processes should be compact and low in capital cost. At the
same time, it is also desirable that the process should be rapid
and able to achieve good removal of solids and associated
pollutants (Heist and Davey, 2002). The chemical-assisted
physico-biological hybrid system discussed in this paper
includes a primary treatment step of chemically assisted FSS,
which meets the above criteria.
The hybrid system was originally developed by CDS
Technologies (later Copa Water) and was marketed as ReAqua
Hybrid System for water mining operations. This paper
describes the performance of the first pilot test of this
proprietary system in Sydney, Australia.
As illustrated in Figure 2, the hybrid system combines
chemical, physical and biological treatment mechanisms. The
system involves following four key treatment steps
(a) chemical-assisted FSS (chemical/physical) which uses
coagulation to remove fine solids
(b) submerged aerated filter (biological) which enables
biodegradable organic and nutrient removal
(c) fine sand or multimedia filter (physical) which gives
additional suspended solids removal
(d ) ultraviolet (UV) disinfection, the last step in the treatment
process, which is commonly coupled with chlorination to
meet the residual chlorine requirements.
3.1. Chemical-assisted FSS
Chemical-assisted FSS uses a high-rate vortex screening
technology to trap solids from the flow. The use of a
hydrodynamic vortex separator allows much higher separation
rates than can be achieved by other traditional processes,
which are often limited by settling or floatation velocities
(Heist and Davey, 2002).
The type of hydrodynamic vortex separator used in this system
assists the effectiveness of the FSS process. Continuous
deflective separation (CDS) vortex separators use expanded
metal screens that have their raised surface in the direction of
the flow. The raised surface deflects the boundary layer flowing
along the screen away from the screen, giving the solids in the
flow additional momentum that carries them away from the
screen (Heist and Davey, 2002). This hydraulic design makes
the screening process non-blocking and therefore the treatment
rate is not reduced by increasing head loss across the screen as
the screen becomes blocked. The tangential flow of liquid
across the screen sweeps solids off the surface of the screen.
This differs from the usual application of screens as sieves in
which the liquid stream is forced directly onto the screen. The
obvious benefit of this approach is that the solids are prevented
from blocking the screen. Furthermore, solids much finer than
the screen may also be captured as they are swept past the
apertures (Heist and Davey, 2002).
Hydrodynamic vortex screening itself is not suitable for the
removal of fine neutral-density solids less than 75 m in
diameter (Heist and Davey, 2002). However, flocculation of the
fine solids results in aggregates large enough to be captured in
a vortex screening unit. The combination of flocculation and
vortex separation therefore produces a clarification process











Figure 2. Schematic illustration of hybrid water mining plant (Chanan and Kandasamy, 2009)
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process has been demonstrated to achieve high levels of solids
removal from raw sewage in a compact treatment process
(Gray et al., 2000). Figure 3 schematically illustrates the
process of chemical-assisted FSS, which consists of
(a) gross solids separation
(b) coagulant and polyelectrolyte addition
(c) mixing and maturation of flocs
(d ) separation of flocs in a second vortex screening (FSS).
Significant effort was spent in developing the chemistry to
produce flocs suitable for separation via a rapid screening
process using a CDS-type vortex separator. The work aimed to
develop flocs that were resistant to the mechanical shear forces
that would be experienced on the screen of a CDS unit (Gray et
al., 2000). Producing flocs that are both large and strong (i.e.
resistant to mechanical shear) is challenging, since the ideal
flocculation conditions for large flocs often tend to produce
weak flocs (Heist and Davey, 2002). Increase in floc size as well
as floc strength was achieved by increasing the polyelectrolyte
dose. A cationic polyelectrolyte with high molecular weight
and low to medium charge density was selected (Gray et al.,
2000).
The effluent from this first step of the chemical-assisted
physico-biological hybrid system is very clear in appearance.
The two vortex separators – one to remove gross solids from
the raw sewage and one to remove flocculated finer solids –
particularly enhances the effectiveness of the primary
treatment step.
3.2. Submerged aerated filter
A submerged aerated filter (SAF) is defined as the biofilm
system used for secondary and tertiary biological treatment of
wastewater (Stensel and Reiber, 1983). A SAF consists of three
phases (Figure 4)
(a) a solids phase that acts as the support media for microbial
growth
(b) a liquid phase in which the solid material is submerged
(c) a gas phase created by the input of air into the reactor.
A SAF is typically effective in removing suspended solids,
biochemical oxygen demand (BOD), ammoniacal nitrogen and
total nitrogen. It is the second step in this hybrid water mining
treatment system.
A SAF unit comprises a submerged bed of inert packing on
which the micro-organisms responsible for treatment are
attached. The effluent to be treated flows down through the
packed bed and air is introduced near the base of the bed. As
the treatment proceeds, the packed bed becomes blocked with
the growth of micro-organisms and the capture of suspended
solids, thus causing a resistance to the fluid flow
(Mendoza-Espinosa and Stephenson, 1999). When this
resistance to flow (or head loss) reaches a predetermined level
or at a preset time, the filter must be washed. This is done
using a combination of air (to scour the media) and water (to
carry away surplus biomass and captured solids). The rate of
head loss development and efficiency of filter washing are
critical to the operation and performance of biological aerated
flooded filters.
The volume of air required for treatment is a function of the
pollution load, the endogenous respiration rate of the biomass
and the oxygen transfer efficiency (Robinson et al., 1994).
Adequate aeration is an essential element to reach the desired
level of treatment (Vedry et al., 1994). When the aeration rate
is too low, insufficient substrate removal will occur and anoxic
zones may be created within the reactor. On the other hand, if
the aeration rate is too high, scouring of the biofilm and






















Figure 4. Biological treatment in submerged aerated filter
Water Management 163 Issue WM9 Chemical-assisted physico-biological water mining system Chanan et al. 471
Delivered by ICEVirtualLibrary.com to:
IP:  138.25.252.194
On: Fri, 05 Nov 2010 06:23:34
The SAF process results in significant biodegradable organic
and nutrient removal from the effluent. This high-quality
effluent is further polished in the third step of this hybrid
system, involving fine sand filtration.
3.3. Fine sand filtration
Sand filter systems provide an additional layer of treatment to
ensure that the product water is low in suspended solids. The
filtration process involves passing water effluent through a
filter medium to strain out colloidal particles such as earth
particles, fine sand, anthracite, etc. Sand is the usual filter
medium because of its low cost, durability and availability; it
also has a relatively fine grain size (effective size 0.15–0.3 mm)
and a uniformity coefficient of less than 3 (Visscher, 1990).
Backwash of the sand is the most important process parameter
for this type of water treatment. Sand is taken from the bottom
of the bed and is pumped by an airlift into a washing chamber.
From there it falls back onto the top of the sand bed. The
quality of the filtered water depends on the grain size of the
sand and on the backwash regime.
3.4. Ultraviolet disinfection
After sand filtration, the product water is passed through a UV
disinfection system to ensure the removal of any disease-
causing micro-organisms (Figure 5). The UV disinfection
system transfers electromagnetic energy from a mercury arc
lamp to a micro-organism’s genetic material (DNA and RNA).
When UV radiation penetrates the cell wall of a micro-
organism, it penetrates the genetic material and retards its
ability to reproduce (Clancy and Hargy, 2004). This damage
prevents the micro-organism from multiplying or replicating in
a human host; because the micro-organism cannot multiply, no
infection can occur. UV disinfection requires a minimum
applied dosage to be effective. This applied dosage is a
function of the lamp intensity and exposure time, and these
parameters are in turn directly affected by equipment
configuration, flow path of water through the bank of lamps
and the solids content of the water to be disinfected.
4. RESULTS AND DISCUSSION
For municipal water reuse involving unrestricted irrigation of
open space, sports grounds and golf courses, Australian
guidelines for water recycling recommend a log reduction
target of 5 for enteric virus, 3.5 for enteric protozoa and 4 for
enteric bacteria (NWQMS, 2006). The guidelines recommend
advanced treatment processes involving secondary treatment,
membrane or physical filtration and disinfection. These
guidelines do not specify water quality objectives for
unrestricted municipal use, but instead suggest a site-specific
case-by-case approach. However, the guidelines do specify E.
coli levels of ,1 per 100 ml.
Water mining schemes must follow suitable operation,
monitoring and control regimes to ensure the desired standard
of product water quality. In New South Wales, proponents of
new water mining schemes have to undergo a proof testing/
validation phase. The aim of this phase is to ensure that
appropriate treatment systems are selected and that the
proposed treatment technologies/systems perform effectively.
Once the delegated authorities approve a treatment
technology’s proof testing/validation process, it can then be
recognised as a validated treatment system for use in recycled
water systems for that particular influent quality and end use
(DWE, 2008).
This chemical-assisted physico-biological hybrid system was
the first water mining treatment technology to undergo proof
testing in Sydney, Australia. The proof testing was conducted
at the water recycling plant at Beverley Park golf course, and
was jointly funded by Copa Water, Kogarah Municipal Council
and Sydney Water Corporation. As stated above, the purpose of
the proof-testing phase was to demonstrate the technology’s
ability to produce non-potable reuse water for municipal use in
uncontrolled public areas.
Raw sewage for the pilot plant was sourced from the Ramsgate
carrier main that traverses Beverley Park golf course. Being a
predominantly residential catchment, the sewage quality (Table
1) was reflective of this land use. New South Wales Department
of Energy Utilities and Sustainability (later renamed
Department of Water and Energy) recommended a
4-week proof testing period and specified key parameters
relevant to the proposed use of treated water. These are
outlined in Table 2. Residual chlorine, turbidity, pH and
salinity were monitored using a continuous online monitoring
probe.
As is evident from results in Table 2, salinity was found to be a
matter of concern. Further investigations into high salinity
levels in the raw sewage and tide levels revealed a correlation
due to infiltration of saline water from Kogarah Bay into the
sewer carrier along the shore. The maximum salinity levels
observed in the sewer main were over 9000 mg/l, but there
were daily ‘windows’ of low salinity of less than 400 mg/l. The
results indicated that low-salinity water was available in the
sewer main with a lag time following low tide in Kogarah Bay
(MHL, 2006). Product water with salinity levels between 415
and 830 mg/l is described as ‘low’ salinity water (Stevens et al.,
2008); with the exception of some sensitive plants, most urban
horticultural plants can be irrigated with such water.
Although not specified as a requirement during the proof
testing phase, sampling was carried out during the final week
of proof testing to measure nutrient levels in product water.
Table 3 outlines the observed nutrient levels in the product
water. In addition, BOD5 was also measured, although again
Effluent from sand filter
Disinfected water
UV rays
Figure 5. Ultraviolet disinfection of product water
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this was not a regulatory requirement for the proof testing of
the water mining facility (Table 4).
5. CONCLUSION
The results of the proof testing phase confirmed that the
product water from the chemical-assisted physico-biological
hybrid system adequately met water quality requirements.
Given that the water was to be used for irrigation of public
open space, retention of some nutrients that aid vegetation
growth was considered beneficial. Levels of nutrients and BOD
observed did not pose any public health risks.
While not relevant for the proof testing phase itself, the
investigations into salinity levels resulted in modifications to
the final plant design. To maximise the window of low-salinity
water available in the Ramsgate carrier, a balancing tank was
introduced into the plant layout to store low-salinity primary
treated effluent. The rapid treatment capacity of the chemically
assisted FSS technology allowed the balancing tank to be
placed after this primary treatment step. In the final plant,
primary treated effluent from the balancing tank would be
sourced for further biological and other remaining treatment
steps.
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